
VEHICLE COUPLER SOCKET DC

4mm^2(black)
9.低压辅助电源负（A-)

125A CABLE ASSEMBLY

C-HVCOFBTR12SF935RLXXXX

35mm^2 Shielding(orange  cable )

35mm^2 Shielding(orange  cable )

     充电插座（Socket)
此视图为原视角向内旋转90°后

(View to rotate 90 degrees)
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1.直流电源正（DC+)

2.直流电源负（DC-)

3.设备接地（PE)

4.充电通信CAN_H（S+)

5.充电通信CAN_L（S-)

6.充电连接确认（CC1)

8.低压辅助电源正（A+)

7.充电连接确认（CC2)
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电阻接在插座外部
The resistor will be placed
outside of socket.

cable size is 24AWG,L=155mmREF
注释NOTES:
1. 环境温度(AMBIENT TEMPERATURE): -30°C~+50°C;
2. 工作电压&额定电流(RATED VOLTAGE&RATED CURRENT):

     2.1  DC+: 750V/1000V DC  125A
 2.2  DC-: 750V/1000V DC  125A

          2.3  PE: ground/earth接地
          2.4  S+:30V 2A
          2.5  S -:30V 2A
          2.6  CC1: 30V 2A
          2.7  CC2: 30V 2A
          2.8  A +: 30V 20A
          2.9  A -: 30V 20A
3. 设计标准参考国标(COMPLY WIHT):GB/T 20234-2015;
4.

公差表(LIST OF TOLERANCE):

HVCO-F-BT-R12-SF935R-LXXXX

500MM:L0500
1000MM:L1000
3000MM:L3000.......

长度（LENGTH):

长度(LENGTH) 公差(TOLERANCE)
0-1000 MM

1001-5000 MM
>5000 MM

±50
±100
±200

cable size is 24AWG,L=155mmREF
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