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C-HVCOSAEMD40APLXXXX
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2X10AWG+10AWG+6X18AWG BLACK  OD=19.5mm2
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P01BC00211
CCS1 PLUG:HVCOSAEMD40APL0000  40AHVCOSAEMD40APL0000

CCS1 PLUG 40A 
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SCALE 1:4

YYWW(YEAR/WEEK)
TYPE: HVCOSAEMD40APLXXXX 
T/N:XXXXXXXX  YYWW
Rated Voltage/Current :1000V DC./40A
Type 3S
A&T:-30°C~+50°C
CAUTION:Not for current interrupting  
CAUTION:Do not use if there is any 
damage to the EV cable or the connector 
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R6469W

R6644W

QR code, Content including:
Part number#Work order number
#Serial number ex:0001
(ex:HVCOSAEMD40APL1000#XXXXXX#XXXX)
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IP-Class:IP55 (Mated)    XX

XXXX:Cable length

C6644N

CN: Made in China
MX: Made in Mexico
US: Made in US

R8136N
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CS: Proximity Dectection

PE: Ground
DC+: Power Contact

DC-: Power Contact

CP:  Control Pilot

Thermistor
  PT1000 

Thermistor
  PT1000 

R6=150Ω

R7=330Ω

Switch

Mode Of Connection: 

   10AWG 
 (Yellow&Green)

10AWG (Red)

10AWG (Black)

18AWG (Purple)

18AWG (Orange)

18AWG (White)
18AWG (Blue)

18AWG (Gray)
18AWG (Brown)
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*Notes:
1. Cable assembly data:
    Rated Voltage: 1000V DC (DC+ & DC-); 30V DC (CP & CS);
    Rated Current: 2A Max (CP & CS); 40A Max (DC+ & DC-)
    Insulation Resistance: DC500V, 5MΩ MIN (CP / CS / SENSOR WIRE);

   DC1000V, 5MΩ MIN (DC+ / DC-)
    Withstand Voltage: 3000V / AC r.m.s ( DC+, DC-, PE, SENSOR WIRE); 

 500V / AC r.m.s (CP & CS);
    Outdoor Use : UL Type 3S (Water resistant) 
    Durability: 10000 cycles

Ambient temperature: -30 to +50°C
    The Type Of Temperature Sensor: PT1000
2. Cable minimum bending radius: ≥10XOD
3. RoHS Compliance
4. SAE Plug reference: C-HVCOSAEMDXXAXL0000
5. Reference For, SAE J1772, UL2251
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